Matrix for Ditch Margin Planting on a 1.5m Grid
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Ditch Margin
Varies from 0 to 4.5m

)

Overall margin planting area varies between 0 and 4.5 metres to ensure irregular planting edge. Stretches of embankment to be left unplanted to allow light penetration to the
ditch system to increase the diversity of the ground flora and any aquatic vegetation.

To be planted at 1.2 - 1.8 m spacing.

NOTE: Not to be planted on a grid to avoid regimented layout.
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Planting area width varies. Species to be planted at 1.2 - 1.8m spacings but overall density of 1 plant per 2.25m? (i.e 1.5m grid).
NOTE: Margin Planting is not to be planted at an uniform 4.5m width but should be planted at a varied width of 0-4.5metre

to create an irregular hedge.
Trees are not to be planted on a grid to avoid regimented layout

Q%{) Ditch Margin Planting Mix

Species Plant % Size (Height) spec

Ca  Corylus avellana 20% 40-60cm B 1+1
Cm Crataegus monogyna 20% 40-60cm B 1+0
la llex aquifolium 5% 30-40cm C 2Lt
Ps  Prunus spinosa 20% 80-100cm B 1+1
Sn  Sambucus nigra 5% 40-60cm B 1+0
VI Viburnum lantana 12% 40-60cm B 1+1
Vo  Viburnum opulus 15% 40-60cm B 1+1
NOTE: To be planted in random groups of 5-11 at 1.2 - 1.8 metres spacing.
HS - Heavy Standard RB - Rootballed B - Bareroot

@ Singular Specimen trees to make up no more than 3% of

margin mix.
Species Plant % Size (Height) spec
Pn  Populus nigra betulifolia 3% 240-300cm HS RB

NOTE: To be planted in random groups of 1 - 3 at 3 metres spacing.

NOTE:

e  Spot spraying of herbicides to the base of all plants for the first three
years at sufficient intervals to keep weeds suppressed and in
accordance to manufacturer's recommendations.

e  Shrubs to be planted with 45cm spiral guards and single bamboo
cane such as "Tubex Spiral Shelter' or similar approved.

e llex aquifolium to be fitted with a 60cm high cut-to-size plastic netting
and single bamboo cane such as "Tubex Tree Guard Mesh for Shrubs'
or similar approved.

e 50% of trees to be planted with 1.2m tree shelters/grow tubes such as
"Tubex Standard Treeshelter' or similar approved.

e  50% of trees to be planted with 75cm spiral guards and single bamboo
cane such as "Tubex Spiral Shelter' or similar approved.

e Use of tree shelters/tubes to alternate with spiral guards to achieve an
even distribution of tree shelters/tubes and spiral guards.

e Area of ground to be wing tine ripped prior to introduction of tree
planting.

Existing arable/vegetated ground to be mowed tight to the ground.
Planting to be undertaken November - February inclusive.
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1 Agincourt Square, Monmouth, NP25 3BT
T: +44(0)1600 772251

Project:

Huntspill Energy Park

Title:

Discharge of Conditions
Tree Planting & Matrices - Area 7

Revisions:

Rev C: Planting amended to new development plateau 08/06/2021
Rev B: Printing error on title block amended 06/03/2013
Rev A: Notes amended 15/02/2013
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