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1. All works in proximity to trees to be carried out in accordance with 8
BS 5837:2012 unless otherwise specified/shown. ”

2. Do not scale from this drawing.

3. Contractor to ascertain the location of all services prior to the

erection of fencing.

" 4. Root protection fencing to be erected prior to the commencement

demolition/remediation works.

5. Where existing buildings encroach upon a root protection area Heras fencing is to be erected 1m from building as

shown. Post demolition/remediation fencing to be erected immediately after demolition works have been completed.

6. Caution to be exercised during demolition where trees overhang buildings to avoid damage to trees.

.@5 7. Phasing of tree protection fencing has been agreed with tree officer. Tree protection fencing to be erected in
@@ active demolition and remediation areas only. Fencing to be removed on completion of that phase.
g\ Natural boundaries such as ditches and kerbs do not need to be enforced with any additional fencing.
. Trees alongside clearly defined tracks and roads do not need to be protected with additional fencing unless

- otherwise specified.

Pepposed Development

6?”§ No tree protection
measures required . g : e
Q
A\C@ S Compaction and Root Protection During Demolition
< works area. . . . . .

5 8. In order to prevent soil compaction, tree or root damage during demolition, a methodology for the removal of light
columns, service hatches, hard standings and foundations within root protection areas is to be approved by CA prior
to commencement. Parking of vehicles or storage of any kind in not permitted within RPAs.

9. All road side trees to be assessed by qualified arboriculturalist to identify necessary remedial work and crown
—— lifting to allow min. clearance height for vehicles of 4.2m.
——

—
— 10. For tree size, RPAs and management recommendations please refer to the Tree Survey Report by CBA Trees

Fence offset 1m into woodland from
kerb edge

...

)

421]

=

7y

V74

%5;‘

1 Agincourt Square, Monmouth, NP25 3BT
T: +44(0)1600 772251

Huntspill Energy Park, Puriton

Tree Root Protection Fencing Sheet 4
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ReV D: Team comments incorporated 07/07/2021 )
i Scale: 1:1250 @ A1
Rev C:Amended to new development plateau extents. 03/06/2021 1 OO 200
m m
ReV B: Snow fence removed. Phasing plan added. 15/01/2013

ReV A Updates to general fence layout. 2611112012 e T E——




